
TYPE 29 SERIES FOR A.P.V.® PUMPS

SHAFT 
SIZE 
DØ

SIZE 
CODE D1 D3 L1 L2

O.E.M. 
PUMP 

MODEL

20.00 0200 30.00 40.60 30.00 9.80
ZMA, ZMB, 
ZMH1 & 2, 
ZMK1 & 2

25.00 0250 35.00 45.40 31.00 9.80 ZMS3, 
ZMS4

30.00 0300 42.00 57.00 40.00 13.00 ZMH4, 
ZMK3, ZMD

SHAFT 
SIZE DØ

SIZE 
CODE D1 D3 L1 L2

O.E.M. 
PUMP 

MODEL
1.125 0286 41.20 42.00 7.70 7.70 CL 0, CL 1

1.875 0476 63.50 66.00 9.00 8.30 CL 2

  2.125* 0539 73.03 74.00 12.30 9.30 CL 3

SHAFT 
SIZE 
DØ

SIZE 
CODE D1 D2 L1 L2

O.E.M. 
PUMP 

MODEL
1.875 0480 63.50 63.50 23.00 7.90 ZMS 5

2.125 0540 73.00 73.00 26.40 7.90 ZMS 6

SHAFT 
SIZE DØ

SIZE 
CODE D1 D3 L1

1.125 0286 57.00 44.44 32.50
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NE    Q    S     304    FDA
TYPE 29 TO SUIT ZM® SERIES PUM P
Vulcan manufacture the Type 29 to suit former “Pasilac Rosista®” brand ZM® series pumps. 
The Type 29 design features the enhanced sealing benefits of a boot mounted seat, to the same dimensions as the O.E.M. metal to metal design.

NE     Q   304     FDA

TYPE 292 TO SUIT A.P.V.® AGITATORS 
Vulcan manufacture our Type 292 bearing set to suit former “Osborne Craig®” brand agitators. Type 292 features a 
ceramic self-aligning face set in a Carbon cup bearing.

X   C  N/A

E     D  S   304
TYPE 294 TO SUIT A.P.V.® CLEANLINE® PUMPS 
Vulcan manufacture our Type 294 face kits to suit APV® Cleanline® series pumps. The Vulcan parts are designed to directly replace the 
wear parts of the O.E.M. seals, it is rarely necessary to replace the seal sleeve and housing as these are non-wearing parts. The kits are 
supplied with the wave-spring as standard.  If the size you require is not shown here, please contact us

TYPE 295 TO SUIT ZM® SERIES PUMPS 
Vulcan manufacture our Type 295 ‘O’-Ring mounted wave-spring seal to suit former “Pasilac Rosista®” brand ZM® series pumps.

Note: Due to the clearance between shaft and seal faces, Vulcan’s 
size code may not reflect the actual shaft sizes.




